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EROSIO CONTROL NOTES LEGEND FINISH GRADE —~._
1. SEE IDOT STANDARD 280001-06 FOR TEMPORARY EROSION CONTROL SYSTEMS. T =
DESCRIPTION X EONY
2. THE CONTRACTOR SHALL ENSURE THAT ADJACENT PROPERTIES REMAIN PROTECTED FROM SEDIMENT DEPOSITION. SYMBOL ——e e N ey
© INLET FILTER/SEDIMENT CONTROL, PLACE GEOTEXTILE FABRIC WITHIN Nk
3./ SOIL STOCKPILES SHALL BE PROTECTED WITH PERIMETER EROSION BARRIER OR OTHER EROSION PROTECTION N DRAINAGE STRUCTURE INLET FILTER BASKET INSIDE S RO ™ $TORM SEWER STRUCTURE
SPECIFIED BY THE RESIDENT ENGINEER. THE COST SHALL BE INGLUDED IN THE UNIT PRICE FOR THE INDIVIDUAL STORM SEWER STRUCTURE.
SOIL MATERIALS. 'SECTION A-A
4. WHEREVER CONSTRUCTION VEHICLE ACGESS ROUTES INTERSECT PAVED PUBLIC ROADS. PROVISIONS SHALL BE
MADE TO MINIMIZE THE TRANSPORT OF SEDIMENT BY RUNOFF OR VEHICLE TRACKING ONTO THE PAVED SURFACE.
THE PROVISIONS MAY INCLUDE SPRAYING VEHICLE WHEELS TO CLEAR SEDIMENT BEFORE EXITING THE CONSTRUCTION
SITE OR OTHER MEASURES APPROVED BY THE ENGINEER. o e  TURE

THE CONTRACTOR SHALL UTILIZE A SPECIFIC CONCRETE WASH OUT AREA LOCATED AWAY FROM DRAINAGE STRUCTURES, A

A
AT A FREQUENCY OF NO MORE THEN 1 X PER 1000' LDCATION TO BE DETERMINED IN FIELD
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Drawing file: W:\Projects\12509232 — Grand Bivd. Design Engineerin\Grond Blvd 40 Sscale.dwg
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